In a combined effort of SST-1 Operations Division, Magnetics and Dynamics Section, High Power ICRH Systems Division and BETA Section, an Electron Drift Injection (EDI) system has been commissioned on BETA.

An EDI system like any other pre-ionization schemes, improves plasma start-up phase by reduction of loop voltage required for the plasma breakdown. The electrons produced by filament, that generally cannot pass across the confining magnetic field, are driven across the magnetic field lines with the help of potential well, created by EDI system consisting electrodes with specific shapes.

The EDI subsystems include two pulsed high voltage power supplies namely Positive Power Supply (PPS) 10kV,6mA, Negative Power Supply (NPS) -20kV,1.5mA, one filament supply (FPS) 300V,2A, analog and digital optical isolation circuits, data acquisition and control system to operate in synchronization with other subsystems of BETA machine.
Electron Drift Injection System on BETA …… Contd.

View of the BETA (L) before plasma breakdown (R) During Plasma breakdown

(L) Commissioning tests  (R) Integration tests being carried out on the BETA

WHO Recommends The Following Simple Steps To

Follow Steps

Wash your hands frequently with soap
Maintain social distancing
Avoid touching your eyes, nose and mouth
Practice respiratory hygiene
If you have fever, cough and difficulty in breathing, seek medical care early
Stay informed and follow advice given by your healthcare provider

Stay Safe

Remote Handling and Robotics Technology Development (RHRTD) Division has developed in-house, an automated UV-C disinfectant system for disinfecting any documents and materials. The system uses ultraviolet C rays to disinfect the items placed in it. UV-C rays are known to be effective disinfectants for pathogens like Covid-19. This system, developed by RHRTD, IPR with support from EID, IPR, uses a movable platform that is used to traverse the packages in and out of the sanitizing chamber. This ensures proper safety of the working personnel in the vicinity. The system is also pre-programmed to guarantee that the packages are kept inside the sanitizing chamber for the required exposure time, which is calculated based on available literature. The entire system can be used with just a click of a button! Since this system would be very useful for Dispatch section, Medical Section, Purchase and Accounts Sections as they receive many documents, files, etc. from outside sources, it has been installed in the Admin area for the use of Admin, Accounts and Purchase sections.
The Cryostat Base section, an in-kind contribution to ITER from India was installed in the ITER Tokamak pit during the wee hours of 28 May 2020. The structure weighing approximately 1250 Tons, with dimensions over 29 m diameter and 6 m tall was placed with positional accuracy of less than 3 mm with only very small gaps around. This feat was an important milestone in India’s commitments to ITER and also marks the start of ITER Tokamak assembly.
Fabrication of hydrophobic and super-hydrophobic surfaces has extensively increased due to their superior water repellent properties. Further, development of functional surfaces with self-cleaning, anti-scratch, anti-icing, anti-corrosion and fog harvesting properties has turned out to be an emerging field of research with significant technological applications. Specially Teflon and Teflon like coatings find number of applications in automobiles, non-stick cookware, and medicine due to their useful properties such as high heat resistance, excellent electrical resistance, and biocompatibility. The study conducted at FCIPT/IPR it was attempted to modify the surfaces of Teflon substrates using low energy ion beam irradiation. It was observed that Teflon surfaces become super-hydrophobic when irradiated with a beam of low energy (300 - 800 eV) Ar+ ions for 10s of seconds. From a technological view point, this technique can be helpful in developing super-hydrophobic bulk Teflon sheets in very short time duration wherein a specific surface region can be made super-hydrophobic by using masking or ion beam writing.

FESEM images of pristine and 800 eV ion beam treated Teflon surfaces at normal angle of incidence. High magnification images are shown in insets. Ion beam treatment time is 60 s. Photograph of spherical water droplets resting on super-hydrophobic Teflon surfaces and demonstration of bouncing effect of water droplet which is dispensed from 10 mm above the surface.

**A Simple, Low Cost System Controller Using GUI**

A simple low-cost computer-controlled Graphical User Interface (GUI) using an Arduino Uno microprocessor board and freely available software compiler has been developed in-house. The present module has been programmed for controlling up to eight (8) relays independently as well as simultaneously. During the operations, the status buttons of the GUI are updated in real time in order to make it more user friendly.

The developed GUI of the system can be compiled to an executable (.exe) file to be run independently on an appropriate platform. The present module is available for implementation to operate 8 numbers of electrical or electro-mechanical systems, power supplies, display systems, safety alarming systems, electro-pneumatic valves etc. This system can be easily upgraded to control 16 - 32 independent systems using the family of Arduino Mega and Duo boards.

(L) GUI of the system (M) The hardware (R) The flow chart of the process
Contactless Ordering Facility @ IPR Canteen

Taking into consideration the social distancing norms due to the Covid-19 pandemic, and in order to maintain minimal crowding and contact at the canteen, IPR Computer Center has introduced a new canteen software, through which IPR staff can place order with the canteen for any item on the menu. Once the placed order is confirmed, all the staff needs to do is to go to the canteen and tell the canteen staff the payroll number of the staff and the order placed will be served to the staff. Staff can also cancel the placed order if they wish to do so, using this facility.

This facility will be accessible to staff through IPR, ITER-India as well as FCIPT networks, through their New E-office account from the IPR website. Billing will be done automatically as before. This module will work from desktop, laptop or mobile.

Aditya-U Resumes Operations

After almost ~ 3 months of shutdown due to COVID19 pandemic, ADITYA-U operations resumed using capacitor bank power supply (Ip ~ 30 kA, 20 ms) and from 11-June-2020, APPS operations were also started. With this, ADITYA-U is now fully functional. Standard plasma discharges of Ip ~ 120 kA and 150 ms (positive and auxiliary convertor only) has been obtained during this period. The real time horizontal plasma position control is in operation to stabilise the plasma column position in real time. A short baking cycle of vacuum vessel (~ 100 °C) for a day on Tuesday (16 June 2020) has been carried out in order to achieve better vacuum conditions in the vacuum vessel. The preliminary experiments using divertor coil is planned by discharging a capacitor bank through the main divertor coil. Recently the testing of capacitor bank generated current-pulse is carried out on dummy load. Around ~ 7 - 8 kA peak current for 25 ms duration is expected to be delivered through to the main divertor coils during plasma current flat-top. Due to the limitation of ~ 7 - 8 kA peak current in the divertor coil using the capacitor bank, which corresponds to ~ 42 - 48 kA-turn in main divertor coil, the peak plasma current has been purposefully brought down to ~ 80 kA and below for observing the effect of divertor current on the plasma column shape. The plasma current has been lowered down by lowering the loop voltage and by tuning other operating parameters. The low-current reference plasma discharges for preliminary divertor experiments are obtained. The two recent APPS discharges, one standard (Ip ~ 120 kA and 150 ms) and another low Ip (Ip ~ 80 kA, 100 ms), with APPS positive convertor operation only is shown in figure below. The effect of energising the divertor coils with capacitor bank on plasma column shape will be studied in coming days.
An annular solar eclipse was visible over many parts of India on 21-June-2020. Over Ahmedabad, the eclipse was partial with a maximum of around 70% of the sun being eclipsed by the moon.
Mr. Kiran Patel joined IPR in 2003 as a Technical Assistant with the Laser Diagnostic section and subsequently was promoted to Scientific Officer – D. During his tenure at IPR, he acquired B.E. (Electronics & Communication) from Gujarat University and M.E. (Signal Processing and VLSI Technology) from Gujarat Technological University (GTU). His area of work for Laser Diagnostic is Data Acquisition and Control Electronics, FPGA & Controller based system design and LabVIEW based Instrumentation control and DAQ.

He had designed and developed fast gated integrator based data acquisition (DAQ) system for SST-1 Thomson Scattering Diagnostic. He also developed a neutral pressure measurement diagnostic using ASDEX pressure gauge on DITYA-U Tokamak. He was deputed to work at CEA Cadarache, France from June to December, 2016 and Developed I&C and DAQ system for Visible Spectroscopy Diagnostic.

He actively participates during National Science Day and other events organized / managed by the institute.

**The IPR Newsletter Team**

<table>
<thead>
<tr>
<th>Ritesh Srivastava</th>
<th>Tejas Parekh</th>
<th>Ravi A. V. Kumar</th>
<th>Priyanka Patel</th>
<th>Dharmesh P</th>
<th>Mohandas K.K.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Suryakant Gupta</td>
<td>Ramasubramanian N.</td>
<td>Chhaya Chavda</td>
<td>Shravan Kumar</td>
<td>Supriya Nair</td>
<td>Harsha Machchhar</td>
</tr>
</tbody>
</table>